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Electric Field Strength
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Fecility ID: 1027
Application ID: 199556
CDBS Antenna System |D: 22946

0 438. 66 467. 46

5 519. 21 550. 99
10 585. 31 619. 74
15 629. 89 666. 19
20 648. 73 685. 83
25 641.73 678. 53
30 615. 72 651. 42
35 588. 92 623. 50
40 594.12 628. 92
45 667. 49 705. 40
50 821. 89 866. 67
55 1043. 31 1098. 39
60 1310. 22 1378. 05
65 1603. 90 1685. 99
70 1909. 45 2006. 51
75 2214.92 2327.03
80 2510.73 2637. 47
85 2789. 46 2930. 02
90 3045. 71 3198. 99
95 3275.92 3440. 65
100 3478. 22 3653. 00
105 3652. 05 3835. 49
110 3797. 94 3988. 63
115 3917. 03 4113. 66
120 4010. 84 4212.13
125 4080. 85 4285. 63
130 4128.31 4335. 46
135 4154. 00 4362. 43
140 4158. 13 4366. 77
145 4140. 26 4348. 01
150 4099. 33 4305. 04
155 4033. 77 4236. 21
160 3941. 65 4139. 51
165 3820. 97 4012. 81
170 3669. 89 3854. 21
175 3487. 15 3662. 38
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Theoretical pattern RMS: 2195.15

Y o 170 Et heo Estd Eaug
180 3272. 38 3436. 93 3436. 93
; ; 185 3026. 44 3178.76 3178.76
The theoretical pattern is used to create the 190 2751.72 2890. 41 2890. 41
i i 195 2452. 37 2576. 23 2576. 23
standard pattern. Augmentations (if any) expand 200 2134.31  2242.45 224245
the standard pattern in specified directions. See 205 1805. 29 1897. 23 1897. 23
Sections 73.150 and 73.152 of the FCC’s Rules. 210 1474.69 1550. 48 1550. 48
215 1153. 58 1213. 89 1213. 89
. 220 855. 18 901. 48 901. 48
AM coverage may not mirror the pattern shown 225 597. 20 632. 12 645. 57
here. Additional factors such as ground 230 409. 24 437. 06 599. 27
conductivity or skywave propagation affect how %28 g%g H ggé gg gg% gg
far the AM signal will travel. 245 443. 14 472.11 536. 36
250 499. 91 530. 95 772.88
Patterns for stations outside the USA are based on %28 E%‘j gg 22% 28 ﬁ%g 82
notified parameters. 265 487. 80 518. 38 1046. 07
575  3a107 29055  40% 34
AM directional patterns created before 1982 used 280 205. 15 320. 03 353. 90
unitsof 1 mV/m at 1 mile, not one kilometer. The 285 241. 68 266. 03 364. 30
pattern values on such plotsat 1 mile will be 288 %%% 8% %gg gg %%’ gg
0.62137 of the values listed here. Measured 300 274. 64 299. 22 402. 34
305 312. 60 337.81 417.51
pattern values may vary from values shown here. 310 346. 70 336 24 425 93
_ _ 315 353. 33 379. 49 457. 60
Plot is best printed on 11" by 17" or larger paper. 320 348. 31 374. 34 443. 26
325 326. 16 351. 65 387.59
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