KCCV OVERLAND PARK, KS BL-19971212KA

Electric Field Strength
at 1 kmradius
millivolts per meter - mV/m
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Fecility ID: 6491
Application ID: 259241
CDBS Antenna System ID: 535

Azi mut h Et heo ESt d

0 937. 70 984. 92

5 1018. 69 1069. 93
10 1087. 24 1141. 89
15 1138. 44 1195. 64
20 1168. 25 1226. 93
25 1173. 97 1232. 94
30 1154. 59 1212.59
35 1110. 94 1166. 77
40 1045. 59 1098. 17
45 962. 58 1011.03
50 866. 97 910. 68
55 764. 32 802. 94
60 660. 11 693. 59
65 559. 34 587. 87
70 466. 16 490. 14
75 383.71 403.71
80 314. 06 330. 77
85 258. 28 272. 41
90 216. 35 228. 62
95 187. 20 198. 24
100 168. 69 178. 98
105 158. 05 167. 94
110 152. 59 162. 27
115 150. 29 159. 89
120 150. 10 159. 69
125 151. 92 161. 58
130 156. 62 166. 45
135 166. 03 176. 21
140 182. 73 193. 58
145 209. 55 221.53
150 248. 80 262.50
155 301.78 317.91
160 368. 70 387.99
165 448. 73 471. 87
170 539. 98 567. 56
175 639. 54 672.00
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The theoretical patternis used to create the
standard pattern. Augmentations (if any) expand
the standard pattern in specified directions. See
Sections 73.150 and 73.152 of the FCC’s Rules.

AM coverage may not mirror the pattern shown
here. Additional factors such as ground
conductivity or skywave propagation affect how
far the AM signal will travel.

Patterns for stations outside the USA are based on
notified parameters.

AM directional patterns created before 1982 used
unitsof 1 mV/m at 1 mile, not one kilometer. The
pattern values on such plotsat 1 mile will be
0.62137 of the values listed here. Measured
pattern values may vary from values shown here.

Plot is best printed on 11" by 17" or larger paper.

19 May 2005

Prepared by Audio Division, Media Bureau
Federal Communications Commission
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X0 0 Augmentations
Theoretical pattern RMS: 702.57
Standard pattern RMS:  738.15

Estd Eaug
743. 43 781. 03
846. 82 889. 54
944. 29 991. 84
1030. 25 1082. 06
1099. 49 1154. 75
1147. 74 1205. 41
1172.10 1230. 97
1171. 38 1230. 22
1146. 22 1203. 81
1099. 01 1154. 25
1033. 56 1085. 54
954. 64 1002. 70
867.51 911. 25
777. 35 816. 62
688. 84 723.74
605. 86 636. 67
531. 28 558. 44
466. 93 490. 95
413. 62 435. 06
371. 32 390. 74
339. 36 357. 25
316. 67 333. 49
302. 13 318. 27
294. 80 310. 61
294. 14 309. 92
300. 11 316. 16
313. 14 329. 80
334. 11 351. 76
364. 14 383. 21
404. 30 425. 29
455, 37 478. 83
517.55 544. 04
590. 20 620. 24
671. 69 705. 75
759. 38 797.76
849. 56 892. 41




