WNJE FLEMINGTON, NJ BL-19971217/KD
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Fecility ID: 28130
Application ID: 259421
CDBS Antenna System |D: 544

Azi mut h Et heo ESt d

0 613. 08 644. 14

5 511.19 537. 23
10 415. 09 436. 44
15 329. 41 346. 63
20 257. 82 271. 67
25 202. 89 214. 24
30 165. 59 175. 36
35 144. 38 153. 30
40 134. 88 143. 44
45 131. 84 140. 29
50 131. 35 139. 78
55 131. 46 139. 90
60 131.52 139. 96
65 131. 49 139. 93
70 131. 47 139. 91
75 131.50 139. 94
80 131.51 139. 95
85 131.41 139. 84
90 131. 40 139. 84
95 132. 57 141. 05
100 137. 62 146. 29
105 151. 16 160. 35
110 178. 43 188. 72
115 222.75 235. 00
120 284.58 299. 67
125 362.18 380. 97
130 452. 52 475. 69
135 551. 53 579. 56
140 654. 28 687. 37
145 755. 15 793. 24
150 848. 31 891.01
155 928. 14 974. 82
160 989. 86 1039. 61
165 1029. 96 1081. 70
170 1046. 56 1099. 12
175 1039. 58 1091. 79
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The theoretical patternis used to create the
standard pattern. Augmentations (if any) expand

the standard pattern in specified directions. See
Sections 73.150 and 73.152 of the FCC's Rules.

AM coverage may not mirror the pattern shown
here. Additional factors such as ground
conductivity or skywave propagation affect how
far the AM signal will travel.

Patterns for stations outside the USA are based on
notified parameters.

AM directional patterns created before 1982 used
unitsof 1 mV/m at 1 mile, not one kilometer. The
pattern values on such plotsat 1 mile will be
0.62137 of the values listed here. Measured
pattern values may vary from values shown here.

Plot is best printed on 11" by 17" or larger paper.
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Prepared by Audio Division, Media Bureau
Federal Communications Commission
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0 Augmentations

Theoretical pattern RMS: 615.34
Standard pattern RMS:  646.51

Azimuth  Eheg Estd Baug
1010. 64 1061. 41
962. 81 1011. 21
900. 20 945, 48
827.43 869. 10
749. 23 787.02
669. 96 703. 82
593. 35 623. 44
522. 37 548. 96
459. 16 482. 65
405. 10 425. 96
360. 97 379.70
327.12 344. 23
303. 60 319. 59
290. 35 305.72
287. 30 302. 52
294. 43 309. 98
311. 77 328. 15
339. 42 357.12
377. 40 396. 92
425. 56 447. 42
483. 41 508. 09
549. 94 577. 88
623. 47 655. 04
701. 54 736. 97
780. 88 820. 23
857. 45 900. 61
926. 73 973. 33
983. 96 1033. 41
1024. 68 1076. 15
1045. 13 1097. 63
1042. 79 1095. 16
1016. 68 1067. 75
967.61 1016. 24
898. 14 943. 32
812. 34 853. 26
715. 40 751. 52




