Electric Field Strength
at 1 kmradius
millivolts per meter - mV/m
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Fecility ID: 72376
Application ID: 279074
CDBS Antenna System ID: 1886
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X0 5 Augmentations

Theoretical pattern RMS:  346.01
Augmented pattern RMS:  400.28

Azimuth  Eheg Estd Baug
180 231. 41 243. 21 301. 66
185 194. 84 204. 87 261. 50
190 159. 52 167. 83 214. 41
195 128. 35 135. 19 164. 39
200 106. 47 112. 30 121. 37
205 100. 51 106. 07 106. 07
210 112. 37 118. 48 118. 48
215 136. 28 143. 49 143. 49
220 165. 61 174. 22 174. 22
225 196. 40 206. 50 206. 50
230 226.57 238. 14 238. 14
235 254. 97 267. 94 267. 94
240 280. 97 295. 22 295. 22
245 304. 21 319. 60 319. 60
250 324.50 340. 89 340. 89
255 341.76 359. 00 359. 00
260 355. 98 373.93 373.93
265 367. 20 385.71 385.71
270 375. 48 394. 40 394. 40
275 380. 87 400. 05 400. 05
280 383. 41 402.72 402.72
285 383. 12 402. 42 402. 42
290 380. 02 399. 16 399. 16
295 374. 06 392. 90 392. 90
300 365. 19 383. 60 383. 60
305 353. 38 371. 20 371. 20
310 338.55 355. 64 355. 64
315 320. 68 336. 89 336. 89
320 299. 80 314. 97 314. 97
325 275. 99 289. 98 289. 98
330 249. 47 262. 16 262. 16
335 220. 65 231. 93 231.93
340 190. 25 200. 05 200. 05
345 159. 53 167. 85 167. 85
350 130. 89 137. 85 137. 85
355 108. 79 114. 73 114. 73




