KOLM ROCHESTER, MN BL-20001208ADL

Electric Field Strength
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Facility 1D: 50288 226

Application ID: 542615
CDBS Antenna System |D: 71683
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0 1473. 09 1547. 28

5 1438. 03 1510. 48
10 1396. 68 1467. 08
15 1349. 06 1417. 10
20 1295. 25 1360. 62
25 1235. 39 1297. 80
30 1169. 73 1228. 90
35 1098. 63 1154. 29
40 1022. 56 1074. 47
45 942. 14 990. 09
50 858. 13 901. 96
55 771. 47 811. 07
60 683. 29 718.62
65 595. 03 626. 11
70 508. 51 535. 49
75 426. 24 449. 41
80 351. 96 371.81
85 291. 44 308. 72
90 252. 85 268. 61
95 243.54 258. 95
100 262. 65 278.79
105 300. 79 318. 45
110 347. 88 367.54
115 397. 17 419. 02
120 444,72 468. 74
125 488. 22 514. 25
130 526. 26 554. 08
135 557. 95 587. 27
140 582.73 613. 22
145 600. 20 631. 53
150 610. 15 641. 96
155 612. 46 644. 37
160 607. 09 638. 75
165 594. 11 625. 15
170 573. 68 603. 74
175 546. 08 574. 83
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The theoretical patternis used to create the
standard pattern. Augmentations (if any) expand
the standard pattern in specified directions. See
Sections 73.150 and 73.152 of the FCC’s Rules.

AM coverage may not mirror the pattern shown
here. Additional factors such as ground
conductivity or skywave propagation affect how
far the AM signal will travel.

Patterns for stations outside the USA are based on
notified parameters.

AM directional patterns created before 1982 used
unitsof 1 mV/m at 1 mile, not one kilometer. The
pattern values on such plotsat 1 mile will be
0.62137 of the values listed here. Measured
pattern values may vary from values shown here.

Plot is best printed on 11" by 17" or larger paper.
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Theoretical pattern RMS: 947.90
Standard pattern RMS;  994.55

Estd Eaug
76 538. 90
41 496. 66
08 449, 25
.49 398. 46
.47 347. 31
96 300. 94
09 267. 83
55 258. 97
08 281. 31
51 331.71
40 401. 50
44 483. 09
77 571. 37
24 663. 01
66 755. 70
38 847. 68
11 937. 60
79 1024. 34
55 1106. 98

73 1623. 53
60 1631. 80
42

18 1629. 25
87 1618. 43
46 1601. 20
88 1577.50




