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Facility ID: 132609
Application ID: 551929
CDBS Antenna System |D: 72264
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0 512. 49 538. 32

5 513. 40 539. 28
10 513. 83 539. 73
15 513.78 539. 68
20 513. 26 539.13
25 512. 25 538. 07
30 510. 74 536. 48
35 508. 71 534. 35
40 506. 12 531. 63
45 502. 95 528. 30
50 499. 17 524. 34
55 494. 77 519.72
60 489. 73 514. 43
65 484. 06 508. 48
70 477.79 501. 90
75 470. 96 494.73
80 463. 63 487. 03
85 455. 89 478.91
90 447. 85 470. 48
95 439. 64 461. 86
100 431. 40 453. 22
105 423. 29 444,70
110 415. 45 436. 47
115 408. 03 428. 69
120 401. 15 421. 47
125 394. 92 414,94
130 389. 43 409. 17
135 384. 70 404. 21
140 380. 75 400. 06
145 377.55 396. 70
150 375. 05 394. 08
155 373.16 392.10
160 371.81 390. 69
165 370. 89 389. 72
170 370. 30 389. 10
175 369. 95 388. 73
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The theoretical patternis used to create the
standard pattern. Augmentations (if any) expand
the standard pattern in specified directions. See
Sections 73.150 and 73.152 of the FCC’s Rules.

AM coverage may not mirror the pattern shown
here. Additional factors such as ground
conductivity or skywave propagation affect how
far the AM signal will travel.

Patterns for stations outside the USA are based on
notified parameters.

AM directional patterns created before 1982 used
unitsof 1 mV/m at 1 mile, not one kilometer. The
pattern values on such plotsat 1 mile will be
0.62137 of the values listed here. Measured
pattern values may vary from values shown here.

Plot is best printed on 11" by 17" or larger paper.
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Prepared by Audio Division, Media Bureau
Federal Communications Commission
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X0 0 Augmentations
Theoretical pattern RMS:  438.25
Standard pattern RMS:  460.40

Estd Eaug
369. 76 388. 53
369. 67 388. 44
369. 64 388. 40
369. 64 388. 41
369. 68 388. 45
369. 79 388. 56
370. 01 388. 79
370. 40 389. 20
371.05 389. 88
372.05 390. 93
373. 49 392. 45
375. 49 394. 55
378. 13 397. 31
381. 48 400. 82
385. 58 405. 13
390. 47 410. 26
396. 11 416. 18
402. 48 422. 86
409. 47 430. 20
416. 99 438. 09
424. 90 446. 39
433. 05 454, 94
441. 29 463. 59
449. 48 472.18
457. 46 480. 57
465. 13 488. 61
472. 37 496. 21
479. 09 503. 27
485. 25 509. 72
490. 79 515. 54
495.70 520. 69
499. 97 525. 18
503. 63 529. 02
506. 68 532. 22
509. 16 534. 82
511. 09 536. 84




