Electric Field Strength
at 1 kmradius
millivolts per meter - mV/m
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Power: 10.0 kW
Graph Maximum: 5000 mV/m
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Fecility ID: 161062
Application ID: 974697
CDBS Antenna System |D: 83776

Azi mut h Et heo ESt d

0 129. 50 139. 97

5 135. 21 145. 80
10 150. 35 161. 32
15 186. 05 198. 15
20 252.15 266. 83
25 348. 79 367.73
30 467. 99 492.51
35 597.72 628. 49
40 724. 49 761. 44
45 835. 31 877.70
50 919.51 966. 05
55 970. 16 1019. 21
60 984. 82 1034. 59
65 965. 53 1014. 35
70 918. 30 964. 79
75 852. 11 895. 33
80 777.59 817. 14
85 705. 46 741. 48
90 644. 49 677.53
95 599. 43 630. 27
100 569. 95 599. 37
105 551.72 580. 26
110 538. 98 566. 90
115 526. 98 554. 32
120 512. 96 539. 63
125 495. 93 521.78
130 475. 99 500. 89
135 453. 50 477. 33
140 428. 49 451. 13
145 400. 15 421. 47
150 366. 82 386. 59
155 326. 63 344. 56
160 280. 62 296. 51
165 242.87 257. 17
170 257. 96 272. 89
175 368. 83 388. 69
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The theoretical patternis used to create the
standard pattern. Augmentations (if any) expand
the standard pattern in specified directions. See
Sections 73.150 and 73.152 of the FCC’s Rules.

AM coverage may not mirror the pattern shown
here. Additional factors such as ground
conductivity or skywave propagation affect how
far the AM signal will travel.

Patterns for stations outside the USA are based on
notified parameters.

AM directional patterns created before 1982 used
unitsof 1 mV/m at 1 mile, not one kilometer. The
pattern values on such plotsat 1 mile will be
0.62137 of the values listed here. Measured
pattern values may vary from values shown here.

Plot is best printed on 11" by 17" or larger paper.
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X0 0 Augmentations
Theoretical pattern RMS: 955.20
Standard pattern RMS:  1003.50

Estd Eaug

564. 39 593. 54
821. 44 863. 15
1121. 45 1177. 99
1444. 37 1516. 96
1766. 06 1854. 66
2059. 26 2162. 48
2296. 41 2411. 46
2453. 35 2576. 23
2512. 93 2638. 79
2467. 83 2591. 43
2321.78 2438. 09
2089. 08 2193.78
1792. 39 1882. 30
1459. 38 1532. 71
1118. 97 1175. 39
798. 19 838. 76
521.05 548. 10
312. 65 329. 95
211.50 224.54
224. 42 237.97
268. 83 284. 21
296. 91 313.52
301.08 317. 88
284. 43 300. 49
252.19 266. 87
209. 70 222.67
162. 27 173. 59
116. 22 126. 47
81. 44 91.73
72. 20 82.76
86. 55 96. 75
105. 65 115. 80
119. 47 129. 76
126.11 136. 52
127. 67 138. 10
127.78 138. 21




