WI2XSO MAYAGUEZ, PR BPEX-20050429AAB 1260 kHz

Electric Field Strength
at 1 km radius
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Application ID: 1058450
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Azimuth  Eipeg Estd Baug

0 906. 70 952. 32

5 862. 91 906. 36
10 814. 02 855. 05
15 762. 55 801. 02
20 710. 90 746. 82
25 661. 27 694. 73
30 615. 59 646. 80
35 575. 50 604. 74
40 542. 33 569. 93
45 517.08 543. 45
50 500. 50 526. 05
55 493. 05 518. 23
60 494, 92 520. 19
65 506. 06 531. 88
70 526. 18 552. 98
75 554. 70 582. 90
80 590. 78 620. 76
85 633. 28 665. 36
90 680. 75 715. 17
95 731. 44 768. 37
100 783. 29 822.79
105 834. 03 876. 04
110 881. 18 925.54
115 922. 22 968. 62
120 954. 68 1002. 69
125 976. 29 1025. 37
130 985. 13 1034. 65
135 979. 77 1029. 02
140 959. 38 1007. 62
145 923. 82 970. 30
150 873. 64 917. 63
155 810. 08 850. 91
160 734. 95 772. 06
165 650. 56 683. 49
170 559. 52 587. 96
175 464. 59 488. 38
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The theoretical patternis used to create the
standard pattern. Augmentations (if any) expand

the standard pattern in specified directions. See
Sections 73.150 and 73.152 of the FCC's Rules.

AM coverage may not mirror the pattern shown
here. Additional factors such as ground
conductivity or skywave propagation affect how
far the AM signal will travel.

Patterns for stations outside the USA are based on
notified parameters.

AM directional patterns created before 1982 used
unitsof 1 mV/m at 1 mile, not one kilometer. The
pattern values on such plotsat 1 mile will be
0.62137 of the values listed here. Measured
pattern values may vary from values shown here.

Plot is best printed on 11" by 17" or larger paper.
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Theoretical pattern RMS: 641.10
Standard pattern RMS:  673.60

Estd Eaug
53 387. 67
93 288. 58
11 193. 69
05 105. 59
32 31.73
. 87 56. 43
67 116. 49
53 168. 11
16 209. 39
39 239.91
18 259. 56
53 268. 29
.45 266. 11
92 253.01
95 229. 00
55 194. 15
80 148. 66
.91 93. 21
28 33.14
45 57. 94
27 139. 82
85 230. 99
44 327.85
92 427.91
85 528. 51
56 626. 83
27 719. 91
25 804. 91
01 879. 17
40 940. 47
85 987. 12
36 1018. 10
68 1033. 13
23 1032. 66
08 1017. 81
88 990. 30




