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WIMS MICHIGAN CITY, IN BP-20120814AAQ 1420 kHz
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Facility 1D: 39383
Application ID: 1511396

CDBS Antenna System ID: 119182

Azimuth Eipeg
0 297. 37

5 306. 59
10 320.78
15 340. 63
20 366. 38
25 397.73
30 433. 98
35 474. 09
40 516. 86
45 561. 03
50 605. 31
55 648. 51
60 689. 49
65 727. 32
70 761.19
75 790. 51
80 814. 92
85 834. 25
90 848. 55
95 858. 08
100 863. 26
105 864. 64
110 862. 88
115 858. 71
120 852. 86
125 846. 08
130 839. 04
135 832. 38
140 826. 62
145 822.20
150 819. 41
155 818. 47
160 819. 41
165 822. 20
170 826. 62
175 832. 38
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906. 72 931. 40 AM directional patterns created before 1982 used
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906. 33 931. 23 ; ;
901. 95 925 80 pattern values on such plots at 1 mile will be
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X0 23 Augmentations
Theoretical pattern RMS. 667.88
Standard pattern RMS:  701.67
Augmented pattern RMS;  726.27

Azimuth  Eipeg Estd Baug
839. 04 881. 31 913. 71
846. 08 888. 69 921. 08
852. 86 895. 81 931. 68
858. 71 901. 95 944. 90
862. 88 906. 33 958. 74
864. 64 908. 17 965. 61
863. 26 906. 72 958. 90
858. 08 901. 29 942. 77
848. 55 891. 29 921. 80
834. 25 876. 27 895. 73
814. 92 855. 99 866. 52
790. 51 830. 37 834. 01
761.19 799. 59 799. 59
727. 32 764. 05 764. 05
689. 49 724. 35 725.16
648. 51 681. 34 684. 69
605. 31 636. 01 638. 19
561. 03 589. 55 589. 55
516. 86 543. 21 554. 70
474. 09 498. 35 523. 04
433. 98 456. 28 484. 62
397.73 418. 28 450. 62
366. 38 385.41 423. 43
340. 63 358. 43 402. 34
320.78 337.63 379. 69
306. 59 322.78 362. 10
297. 37 313.12 344. 44
292. 05 307. 55 329. 92
289. 45 304. 83 316. 30
288. 46 303. 79 337. 96
288. 23 303. 55 337. 96
288. 22 303. 54 337. 96
288. 23 303. 55 337. 96
288. 46 303.79 337. 96
289. 45 304. 83 337. 96
292. 05 307. 55 354.19




