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The theoretical patternis used to create the
standard pattern. Augmentations (if any) expand
the standard pattern in specified directions. See
Sections 73.150 and 73.152 of the FCC's Rules.

AM coverage may not mirror the pattern shown
here. Additional factors such as ground
conductivity or skywave propagation affect how
far the AM signal will travel.

Patterns for stations outside the USA are based on
notified parameters.

AM directional patterns created before 1982 used
unitsof 1 mV/m at 1 mile, not one kilometer. The
pattern values on such plots at 1 mile will be
0.62137 of the values listed here. Measured
pattern values may vary from values shown here.

Plot is best printed on 11" by 17" or larger paper.
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Power: 5.0 kW
Graph Maximum: 2000 mV/m
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Theoretical pattern RMS: 648.57
Augmented pattern RMS;  688.97

Et heo

Estd Eaug

158. 77 203. 67
179. 84 226. 50
195. 54 232.64
203. 49 239.52
202. 32 239. 77
191. 90 235. 36
173. 55 226.31
150. 25 210. 31
127. 05 194. 82
111. 08 185. 31
108. 51 182. 53
118. 19 166. 60
132. 48 171. 23
144. 29 160. 93
150. 28 173. 71
152. 12 186. 14
158. 80 214. 35
186. 07 235.21
245. 77 275.55
338. 09 338. 09
457. 52 457.52
597. 91 597.91
753. 07 753. 07
916. 36 916. 36




