KFLC FORT WORTH, TX BP-20021220AEG 1270 kHz

Electric Field Strength
at 1 kmradius
millivolts per meter - mV/m
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Facility 1D: 34298 226

Application ID: 658368
CDBS Antenna System |D: 78801

Azi mut h Et heo Est d

0 315. 65 333.73

5 339.08 358. 16
10 345. 64 365. 02
15 330. 54 349. 25
20 292. 35 309. 44
25 235.13 249. 95
30 175. 80 188. 67
35 163.91 176. 48
40 237. 47 252. 38
45 357.74 377. 65
50 493. 00 519. 12
55 628. 66 661. 25
60 755.73 794. 48
65 867. 54 911.76
70 958. 97 1007. 67
75 1026. 23 1078. 24
80 1066. 83 1120. 85
85 1079. 61 1134. 26
90 1064. 72 1118. 64
95 1023. 74 1075. 64
100 959. 76 1008. 50
105 877.47 922. 17
110 783. 37 823. 46
115 685. 78 721.12
120 594. 67 625. 62
125 520. 33 547.74
130 469. 97 495. 01
135 442.92 466. 70
140 429. 37 452. 53
145 415. 44 437. 95
150 389. 49 410. 82
155 345. 23 364. 59
160 282.63 299. 32
165 209. 81 223.74
170 152. 28 164. 59
175 160. 35 172. 83
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The theoretical pattern is used to create the

standard pattern. Augmentations (if any) expand
the standard pattern in specified directions. See
Sections 73.150 and 73.152 of the FCC's Rules.

AM coverage may not mirror the pattern shown
here. Additional factors such as ground
conductivity or skywave propagation affect how
far the AM signal will travel.

Patterns for stations outside the USA are based on
notified parameters.

AM directional patterns created before 1982 used
unitsof 1 mV/m at 1 mile, not one kilometer. The
pattern values on such plots at 1 mile will be
0.62137 of the values listed here. Measured
pattern values may vary from values shown here.

Plot is best printed on 11" by 17" or larger paper.
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X0 10 Augmentations
Theoretical pattern RMS:  630.90
Standard pattern RMS:  663.60
Augmented pattern RMS;  665.50

Azimuth  Eipeg Estd Baug
180 230. 82 245. 48 256. 57
185 316. 26 334. 36 340. 59
190 393.02 414.52 417.75
195 451. 09 475. 25 478. 76
200 486. 51 512. 32 517. 62
205 499. 88 526. 33 532. 25
210 496. 25 522.52 529. 54
215 485. 24 510. 99 519. 73
220 480. 33 505. 86 515. 11
225 495, 39 521. 63 527.58
230 538. 25 566. 51 567.91
235 606. 83 638. 37 638. 70
240 692. 13 727.78 728.77
245 783. 46 823. 56 825. 04
250 871. 37 915. 77 917. 33
255 948. 30 996. 48 997.70
260 1008. 51 1059. 66 1060. 33
265 1047. 87 1100. 95 1101. 14
270 1063. 68 1117. 54 1117.54
275 1054. 66 1108. 09 1108. 09
280 1020. 94 1072.70 1072. 70
285 964. 02 1012. 98 1012. 98
290 886. 86 932. 03 932. 03
295 793.78 834. 38 834. 38
300 690. 35 725. 92 725. 92
305 583. 17 613. 57 613. 57
310 479. 46 504. 94 504. 94
315 386. 46 407. 66 407. 68
320 310. 48 328. 33 329. 09
325 255. 44 271. 04 273.73
330 221.54 235. 87 241. 13
335 206. 00 219.79 226. 90
340 206. 18 219. 98 227.08
345 221.01 235. 32 240. 60
350 248. 33 263. 65 267.21
355 282.58 299. 26 302. 38




