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Facility 1D: 135914 226

Application 1D: 974053
CDBS Antenna System |D: 82315
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0 642. 61 674. 99

5 646. 47 679. 04
10 647.76 680. 39
15 646. 47 679. 04
20 642. 61 674.99
25 636. 18 668. 24
30 627. 20 658. 81
35 615. 68 646. 72
40 601. 68 632. 03
45 585. 29 614. 83
50 566. 64 595. 26
55 545. 93 573.52
60 523. 45 549. 92
65 499. 56 524. 86
70 474.78 498. 85
75 449. 74 472.58
80 425. 24 446. 87
85 402. 20 422.70
90 381. 68 401. 18
95 364. 81 383. 48
100 352. 61 370. 69
105 345. 90 363. 66
110 345. 06 362. 77
115 349. 93 367. 88
120 359. 90 378. 34
125 373.98 393. 10
130 391. 04 410. 99
135 409. 94 430. 82
140 429. 67 451. 52
145 449. 36 472.18
150 468. 30 492. 06
155 485. 95 510. 57
160 501. 86 527. 27
165 515.74 541. 84
170 527. 34 554.01
175 536. 51 563. 63
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Theoretical pattern RMS: 496.11

o o Standard pattern RMS:  521.23
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180 543. 12 570. 57
: : 185 547.12 574.76
The theoretical patternis used to create the 190 548. 45 576. 17
i i 195 547.12 574.76
standard pattern. Alljgmentgt'lons '(If any) expand 300 245 15 246 &3
the standard pattern in specified directions. See 205 536. 51 563. 63
Sections 73.150 and 73.152 of the FCC’s Rules. 210 527.34 554. 01
520 50186 527 57
AM coverage may not mirror the pattern shown 225 485. 95 510. 57
here. Additional factors such as ground 230 468. 30 492. 06
conductivity or skywave propagation affect how %28 j’rgg g? ﬁg% ég
far the AM signal will travel. 245 409. 94 430. 82
250 391.04 410. 99
Patterns for stations outside the USA are based on 528 %gg; 88 333 %2
notified parameters. 265 349.93 367. 88
575 34390 303 66
AM directional patterns created before 1982 used 280 352. 61 370. 69
units of 2 mV/m at 1 mile, not one kilometer. The 285 364. 81 383. 48
pattern values on such plotsat 1 mile will be %gg 28% gg jg%. %g
0.62137 of the values listed here. Measured 300 425, 24 446. 87
pattern values may vary from values shown here. 3(1)8 21‘712 ;é‘r jg% gg
. _ 315 499. 56 524. 86
Plot is best printed on 11" by 17" or larger paper. 320 523. 45 549. 92
325 545. 93 573. 52
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